
DEPARTMENT OF MICROBIOLOGY
MAHARSHI DAYANA}ID UNIVERSITY ROHTAK

No. Micro/2 026/127

Dated:O9103126
Last date of sending Quotation:1810312026

M/s............

Dear Sir/Madam,

Please quote for the article mentioned below so as reach the undersign ed, by 18103/26 The quality,
make, packaging and other particulars of each item should be stated.

WHILE SUBMITTING THE QUOTATIONS PLEASE NOTE THE POINTS MENTIONED BELOW:

l. The quotations are to be sent in an envelope marked QUOTATION DUE ON 18-03-2026 and.this
envelop may be put in another envelope addressed to the undersigned.

2. Quotation are invited from authorized dealers with authorization certificate.

3. The rates of S.G.S T./C. G.S.T., EXCISE, CUSTOM and another taxes chargeable must be
specified.

4. Discount if any,is to be given with the quotations.

5. The price quoted will be applicable to the specification mentioned and will remain valid for at least
90days.

6. The selected vendor will be required to supply and install the items within two weeks from the
date ofissue ofpurchase order.

7. No advance payment shall be made; any offer linked whit advance palment is likely to be
ignored/rejected.

8. Incomplete offers will be summarily rejected. The warranty period will be reckoned from the date
of installation and acceptance of the items by MD UNIVERITY,ROHTAK

g. Quotation sent must include Quotation Ref.NO.in subject line followed by name of vendor j. The

acceptance of goods/services is subject to the approval of the Inspection Committee.

10. Dispute if any,will be subject to Rohtak Jurisdiction.

Sr. No. Name of item

I
Autoclave (Make-MACXDetails as per list attached)
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Autoclave Specifications

o Autoclave with capacity of 43litres or more.

o Should have a temperature range of upto L22"C for 20 psi

. Heater of atleast3.0 KW

o Should have Leak proof silicon gasket

o Should be provided with over pressure safety

o Should have sturdy chamber manufactured from Stainless Steel (SS-304)

o Outer chamber made of Mild steel.

o Should have Low water level cut off for safety of heating elements.

o Should have lndependent safety for over temperature protection.

o Should be fitted with stainless steel pressure gauge with dual range dial pressure display in

KPA and PSl.

o Should be provided castors for easy movement.

o Should have Single lever locking of lid for faster operations.

o Should have Heater and pressure interlock for lid lock safety.

o Should have Microprocessor Based Fully Automatic Fuzzy Logic Control System with

Alphanumeric Digital backlit LCD display.

o Should have Automatic Steam purging and exhaust.

o Should be Fitted with AUTOMATIC DIGITAL MINUTE TIMER which starts automatically when

set/desired value of temperature is achieved and when the set time period is over the

heaters get switched off automatically with alarm for cycle end.

r Should Have Drain/Exhaust cooling through a cooling coil condenser for condensate

collection

o Comes with 1 year warranty'


